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SIl Serial Port sample program easy Terminal Ver.1l.x

for S-7601A ISA SDK Board 2.x

(C) ANl copyrights reserved by Seiko | ASIC Co., Ltd. 2001.

Software Reset
Waiting for Dial Down ...
Serial Port receive buffer clear ...

Key in text.

And end with "Enter" for Send data with CR ( OxOD ).

Or end with "Ctrl + Enter" for Send data without CR ( OxOD ).
Key in "Tab"™ for exit Terminal mode.

AT[Enter]
AT

OK

ATEOV1&D2¥V1[Enter]
ATEOV1&D2¥V1

OK
ATS7=60¥N0%C0&K3BO[Enter]

OK
ATD [Enter]

CONNECT 38400

Login:[TAB]

Waiting for Dial Up ...

Serial Port receive buffer clear ...

Waiting for PPP Up ...

PPP Information

Local IP Address : D3-80-E3-22, 211.128.227.34
Peer IP Address : 85-A0-91-0A, 133.160.145.10
MRU . Ox05F4, 1524

FHEE Menu *HH* Key in Character A : Application E : Exit
E

Waiting for PPP Down ...
Serial Port receive buffer clear ...

Key in text.

And end with "Enter"™ for Send data with CR ( Ox0D ).

Or end with "Ctrl + Enter" for Send data without CR ( OxOD ).
Key in "Tab"™ for exit Terminal mode.

NO CARRIER

ATH[Enter]

0K
ATZ[Enter]

0K

[TAB]

Waiting for Dial Down ...

Serial Port receive buffer clear ...

Software Reset
Normaly End

c>
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S-7601A sspt
En
n=~0
n=1 default
Vn
n=~0 CR
n=1 CR LF CR LF default
&Dbn DTR DTR
n=0 DTR DTR ON
n=1 DTR ON OFF
n=2 DITR ON OFF
(default)
n=3 2
¥Vn
PIAFS
IIOKII
n=~0
n=1
Sr=n | S r S
ATS7=60 S (s7 60
¥Nn
n=20 OFF
n=2 LAPM MNP
n=3
n=4 LAW LAMP
n=>5 MNP MNP
%Cn
n=~0
n =1 MNP5
n =2 V.42bis
n=3 V.42bis MNP5 default
&Kn
n=3 RTS CTS (default)
Bn ITU-T CCITT PIAFS "OK"
n=0 ITU-T default
Bell n =1 BELL
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